
 

 
 
 
  

SmartVent 
 

 

Key Features  

 

 

• Suitable for gas extraction 

• 304 grade construction 

• DW172 compliant 

• Easy to fit and clean baffle filters 

• One motor size 

• Motor integrated in hood 

• LED lighting as standard 

• Three catch drawers 

 

 

Construction 
 

• Body: stainless steel grade 304, brush finish 

• Baffle Filters: stainless steel grade 304, mirror 

finish 

 

 
 
 
 
 

Available Options  Available Accessories 
  

• Horizontal or vertical exhaust 

• Left, centre or right motor position 

• 1200, 1600, 2000 or 2400mm wide 

 
 
 
 

• FI40 – Additional baffle filter 

 

SV1220CV 



 

 
 
 

Specifications 
 

Model SV1200 SV1600 SV2000 SV2400 

External height (mm) 700 700 700 700 

External width (mm) 1200 1600 2000 2400 

External depth (mm) 1200 1200 1200 1200 

No: of filters 3 4 5 6 

No: of 7W downlighters 3 4 5 6 

No: of grease drawers 3 3 3 3 

Net weight unpacked (kg) 64 77 91 105 

Extract volume (m³/s) Up to 0.34 Up to 0.34 Up to 0.34 Up to 0.34 

Fan motor rating (kW) 0.12 0.12 0.12 0.12 

Electrical supply 1N~+E 
230V 50-60Hz  
Current Rating (A) – Motor (starting current) 
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Electrical supply 1N~+E 
230V 50-60Hz  
Current Rating (A) - Lighting 
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EXHAUST HOLE

WALL MOUNTING
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