
UBH2250

2 Years Warranty
Subject to certain limitations and exclusions

www.scotsman-ice.it
www.scotsman-ice.com

This product quali�es for the following listings:

Models and specifications are subject to change without notice.
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Certi�ed ISO 9001

Upright Storage Bin 1068 kg

Features 
• Ice mouth easily removable
• Polyethylene bin interior, 
is sanitary and easy to clean,
and resist scratches and scuffs 
from ice scoops
• Polyurethane Insulation , high 
density
• Stainless steel bin exterior, and 
door in rotocast plastic
• Hinges that hold the mouth ice 
door in open position
• Lower water discharge can be 
rotated 360 degrees

(Application) capacity is calculated on 
90% of total volume in the
cubic feet x 34 lb/ft3 - 545 kg/m3.

(AHRI) capacity is calculated on 80% 
of total volume in the cubic feet
x 30 lb/ft3 - 481 kg/m3.

UBH22500
[WxDxH mm]

1830x1220/1462x1285

[kg]

1068

[lbs]

2350

[kg]

838

[lbs]

1844

[km3g]

2.178

[WxDxH inches]
721/16”x 481/16”/579/16“x 505/8”

H

W D

Other models in this range:
UBH1100 - UBH1600

Ice Capacity
(Application)

Ice Capacity
(AHRI)

Internal
Volume 



UBH2250

[kg]

272

[shipping size mm]

2260x1570x1440

[lbs]

599

[kg]

296

[lbs]

651

UBH2250

Upright Storage Bin 1068 kg

Other models in this range:
UBH1100 - UBH1600

1830 mm (72 1/16”)
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1220 (48 1/16”)
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Flexible pipe ( 2 m )ID 21 mm

Drain water

IMPORTANT NOTICE:
Models and specifications are subject to change without notice.
This spec sheet is meant for commercial purpose only.
For technical documentation please refer to our service manuals.
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