
Silverlink 600 Ovens 

Key Features 

Construction 

• Type: Electric
• Fan assisted and glass door models

available
• Thermostatic temperature control (50 –

250 C)0

• To support Silverlink 600 electric
counter-top units

• 1/1 Gastronorm capacity (V7)
• 2/3 GN capacity (V6)
• Side hinged doors (1800 opening)
• 4 shelf positions
• Supplied with 2 shelves
• Height adjustable feet

• Body: stainless steel grade 430
• Oven liner: stainless steel
• Shelves and side racks: chrome plated 

V6/D 

Available Options Available Accessories 

• Choice of widths, solid or glass doors
and static or fan assisted models

• V6/T - Top for V6 oven (to convert to
counter top unit)

• SLS6/V - Floor stand (for converted V6
model)

• V7/T – Top for V7 oven (to convert to
counter top unit)

• SLS7/V – Floor stand for converted V7
model)



 

 
 
 
 
 

Specifications 
 

Model V6 V6/F V6/D V6/FD V7 V7/4 
External height (mm) 650 - 670 650 - 670 650 - 670 650 – 670 650 - 670 650 – 670 
External width (mm) 600 600 600 600 750 750 
External depth (mm) 600 600 600 600 600 600 
Shelf dimensions (mm)  W x D 455 x 300 455 x 330 455 x 330 455 x 330 540 x 360 540 x 360 
Oven capacity (m3) 0.085 0.085 0.085 0.085 0.091 0.091 
Usable oven dimensions (mm) W x D x H 470 x 340 x 

420 
470 x 340 x 

420 
470 x 340 x 

420 
470 x 340 x 

420 
550 x 340 x 

420 
550 x 340 x 

420 
Glass door No No Yes Yes No No 
Fan assisted oven No Yes No Yes Yes Yes 
Net weight unpacked (kg) 46 46 47 47 53 53 
Gross weight packed (kg) 62 62 63 63 71 71 
Shipping volume  0.472 0.472 0.472 0.472 0.648 0.649 
Total power rating (kW) 3 3 3 3 3.0 4.0 
Electrical supply 1N~+E 
230V 50-60Hz  
Current Rating (A) 
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